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C UK P 210 C CT4HR5 +H2310

Covered housing symbol
C: For cast iron cover

Bearing type symbol
Cylindrical bore (With eccentric collar)
Tapered bore

Housing type symbol

Pillow, Flange, Take-up, 
Cartridge and Hanger

Bearing dimension series no.

Accessory No.
Adapter sleeves
Frame of take-up type

Supplementary symbol
Internal clearance
For high or low temperature

Cover symbol
C :  Pressed steel or cast iron 

cover with seal
E : End cover of pressed steel
CE: End cover of cast iron

Ball Bearing Units offer a convenient method 
of applying highly reliable rolling contact 
bearings to applications without the necessity 
of manufacturing a bearing housing.

Generally Ball Bearing Units have following 
features.
 ● Self-aligning capability 
 ● Sealed
 ● Easy to mount and dismount
 ● Interchangeability with foreign made units

 ● Many types suitable for applications
  Additionally NACHI Ball Bearing Units have 

the advantages of case of use and high 
reliability.

 ● Anti-rotation pin on outer ring
 ● Eccentric collar type is also available
 ● Base for mount locating pin
  Since Ball Bearings for units have the same 

geometry as deep groove ball bearings, load 
rating, reliability and other functions are equal 
with that of deep-groove ball bearings.

Ball Bearing Units

1. Designations
Number arrangement of Bearing Units and Ball bearings is shown as follows.

(1) Bearing Unit Numbers

(2) Ball Bearing Numbers

Note: For type B bearings, a last digit of bore diameter number is used as dimension series number.

UG 208 C3HR4 +ERUG 208 C3HR4 +ER

Type symbol
Set screw type: UC, B
Eccentric collar type: KH, 
U, UG
Adapter sleeve type: UK

Dimension series
First number: 
Diameter series no.
2nd and 3rd number: 
Bore diameter no.

Supplementary symbol
Internal clearance
For high or low temperature

Accessory symbol
Eccentric collar ER, AR
Adapter sleeves
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410

Symbol ○: Pressed steel cover type is available.　●: Cast iron cover type is available.

B KH  AE U, MU+ER UG+ER

Ball bearing type

Housing type

page 531 page 531 page 533 page 535

BP

page 425
－ －

UGP

page 427

P

－ － － －
IP

－ － － －
PK

－ － － －
PH

－ － － －
PA

－ － － －
EP

BLLP

page 443

KHLLP

page 443
－ －

LLP

－ － － －
MP

－ －
UP

(MUP)
page 447

－
P

(PZ3)

BPP

page 449

KHPP

page 449
－ －

PP

BF

page 459
－ －

UGF

page 461

F

－ － － －
FS

BFC

page 473
－ －

UGFC

page 475

FC
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409

Contents of dimension tables (1) 

Ball bearing type

Housing type

UC
(MUC) UK+H

page 527 page 529

Cast Iron Series 
Standard Pillow block Type

P UCP ○ ●

page 417

UKP ○ ●

page 421

Cast Iron Series 
Thick Body Pillow block for Shock 
Applications

IP UCIP ○ ●

page 429

UKIP ○ ●

page 431

Cast Steel Series 
Pillow block for Heavy Loads

PK UCPK ●

page 433

UKPK ●

page 425

Cast Iron Series 
Pillow block with High Center Height

PH UCPH

page 437
－

Cast Iron Series 
Pillow block with Small Base

PA UCPA

page 439
－

Cast Iron Series 
Pillow block for Free-end

EP UCEP

page 441
－

Cast Iron Series 
Light Weight Pillow block for Light Load

LLP
－ －

Stainless Steel Series 
Standard Pillow block

MP MUCP

page 445
－

Alloy Series (Silver series) 
Compact Pillow block for Light Load

P

(PZ3)
－ －

Pressed Steel Series 
Pillow block for Extremely Light Load

PP
－ －

Cast Iron Series 
Square Flange Type

F UCF ○ ●

page 451

UKF ○ ●

page 455

Cast Iron Series 
Square Flange with Spigot Joint

FS UCFS ●

page 463

UKFS ●

page 465

Cast Iron Series 
Round Flange Type

FC UCFC ○ ●

page 467

UKFC ○ ●

page 471
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412

Symbol ○: Pressed steel cover type is available.　●: Cast iron cover type is available.

B KH  AE U, MU+ER UG+ER

Ball bearing type

Housing type

page 531 page 531 page 533 page 535

BFL

page 485
－ －

UGFL

page 487

FL

BLFL

page 489

KHLFL

page 489
－ －

LFL

－ － － －
MFL

－ －
UFL

(MUFL)
page 493

－
FL

(FLZ3) 

BPF

page 495

KHPF

page 495
－ －

PF

BPFL

page 497

KHPFL

page 497
－ －

PFL

－ － － －
FA

－ － － －
FK

BT

page 511
－ － －

T

－ － － －
T
+

WB

－ － － －
TL
+

WL

－ － － －
TU
+

WU

－ － － －
C

－ － － －
ECH
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411

Contents of dimension tables (2) 

Ball bearing type

Housing type

UC
(MUC) UK+H

page 527 page 529

Cast Iron Series 
Rhombic Flange Type

FL UCFL ○ ●

page 477

UKFL ○ ●

page 481 

Cast Iron Series 
Light Weight Rhombic Flange for Light 
Load

LFL
－ －

Stainless Steel Series 
Rhombic Flange for Anti-Corrosion

MFL MUCFL

page 491
－

Alloy Series (Silver Series) 
Compact Rhombic Flange for Light 
Load

FL

(FLZ3)
－ －

Pressed Steel Series 
Round Flange for Extremely Light Load

PF
－ －

Pressed Steel Series 
Rhombic Flange for Extremely Light 
Load

PFL
－ －

Cast Iron Series 
Transformed Rhombic Flange, 
Adjustable Center

FA UCFA

page 499
－

Cast Iron Series 
One Side Flange Type

FK UCFK

page 501
－

Cast Iron Series 
Standard Take-Up Type

T UCT ○ ●

page 503

UKT ○ ●

page 507

Cast Iron Series 
Take-Up Type with Frame of Angle Steel

T
+

WB

UCT+WB

page 513
－

Cast Iron Series 
Take-Up Type with Frame of Light 
Channel Steel

TL
+

WL

UCTL+WL

page 515
－

Cast Iron Series 
Take-Up Type with Frame of Channel 
Steel

TU
+

WU

UCTU+WU

page 517
－

Cast Iron Series 
Cartridge Type

C UCC

page 521

UKC

page 523

Cast Iron Series 
Hanger Type

ECH UCECH

page 525
－
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