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●The newly designed clutch drum is designed 
to automatically eject wear particles via 
centrifugal force.
●The shock rubber of handle has a pin to 

prevent falling down when the rubber is worn 
out.

●Engine Guard

●Tacho Hour Meter

●EVAPO Certificate

●Large Twin Cyclone 
Air Cleaner

● Throttle Lever with fuel 
cut off mechanism inter 
looked kill switch

MTX Specifications
model weight (kg) dimensions 

(mm) plate size (mm) jumping stroke 
(mm)

impact force
kN (kgf)

impact number 
per min. 

fuel tank 
capacity (lits)

power source
kW (PS)

MTX-50 60
H  : 1,025
W : 350
L   : 713

W1 : 265 
L1   : 340

40-70 10.3
(1,050)

644-695 2.5

Honda GX100  
gasoline              

max. output 2.1(2.9)   

MTX-60 64

50-80

13.6
(1,390)

Honda GX100  
gasoline              

max. output 2.1(2.9) 

MTX-70 75
H  : 1,027
W : 350
L   : 788

W1 : 285
L1   : 340

14.9
(1,520)

Honda GXR120
gasoline

max. output 2.7(3.6)   

MTX-80 93 15.6
(1,590)

Honda GXR120
gasoline

max. output 2.7(3.6)   

●VAS Handle

W.265

W.285W.265

MTX-70（75kg）
VAS

TWINTacho

Tamping Rammer
MTX series

MTX-50（60kg）
VAS

TWINTacho

MTX-60（64kg）
VAS

TWINTacho

NEW

W (mm) H (mm)

100 305
120 500・800

For MTR-40H

＋Option
■Trench Foot

W (mm) H (mm)
114・165 340

For MTX-60・MT-55

W (mm) H (mm)
114・165・200 340

For MTX-70・MT-66・77

H

W
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MC-1A（6.0kg）

NEW

model weight (kg) dimensions 
(mm)

hook width 
(mm)

loading capacity 
(kg)

MC-1A 6.0 H: 1,065
W: 488

137 (inside)
243 (outside) 100

Mikasa Carry

●Hook
　Easy to adjust

Cart Specifications

MTX-85DY（93kg）
VAS

TWIN

W.285 W.285

model weight (kg) dimensions 
(mm) plate size (mm) jumping stroke 

(mm)
impact force

kN (kgf)
impact number 

per min. 
fuel tank 

capacity (lits)
power source

kW (PS)

MTX-85DY 93
H  : 1,063
W : 410
L   : 740

W1 : 285
L1   : 340 50-80 15.7

(1,600) 656-698 3.3
Yanmar L48N 

diesel                  
max. output 3.5 (4.7) 

MTX Specifications

MT Specifications
model weight (kg) dimensions

(mm) plate size (mm) jumping stroke
(mm)

impact force
kN (kgf)

impact number
per min. 

fuel tank
capacity (lits)

power source
kW (PS)

MT-76DL 82
H : 1,010          
W : 410             
L : 740

W1 : 285            
L1 : 340 50-80 15.7          

(1,600) 656-698 3.3
Yanmar L48N        

diesel
max. output 3.5 (4.7) 

●VAS Handle

●Large Twin Cyclone

NEW
MT-76DL（82kg）

Diesel Rammer
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